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Long-Reach Chisels/Scrapers/Scalers SF11 Steel Deck Hammer

Applications Include:
• Ship Decks
•  Tank Bottoms
•  Bridge Decks
• Floating Platforms

   CS Unitec's Trelawny™ 
ScaleForce Eleven Pneumatic 
Deck Hammer operates with 7x less vibration than 
standard models. This tool utilizes vibration damping 
components to offset the hammer vibration created 
when the heads impact the workpiece.

CS Unitec's Trelawny™ ScaleForce Eleven Pneumatic Deck 
Hammer will fracture and reduce scale, corrosion and thick 
coatings in minutes. The machine's low profi le body and 
adjustable handle mean the deck hammer needs only 6" 
clearance for working under pipes and other constructions.
•  Includes Vibro-Lo™ vibration reduction technology
•  Optional spark resistant beryllium copper replacement heads 

to reduce risk of explosion in potentially hazardous areas 
 •  Detachable taper fi t cutter head reduces cost of replacement 

and extends piston life
•  Optional vacuum shroud reduces hazardous and nuisance 

dust when used with TVS approved dust collectors

11 heads deliver 33,000 BPM 
Fracture and reduce scale, corrosion 
and thick coatings in minutes – and 
reduce blast media costs

11 heads provide 33,000 BPM (11 x 3000 BPM)

SF11 Accessories
Part No.

426.5351

606.5303

426.5352

612.5301

437.0100

Cruciform Cutter Head

Copper Beryllium (CuBe) 
Cruciform Cutter Head

Bush Cutter Head

Common Tapered Piston

Vacuum Shroud

Copper Beryllium for use in 
potentially explosive areas

ScaleForce Eleven (SF11) Pneumatic Deck Hammer

SF11 
w/ CuBe 
Heads

SF11 
w/ Dust 
Shroud

159.5910

159.5930

159.5912

Model
Number

79

79

83

11.1" x 47.6"

11.1" x 47.6"

11.1" x 47.6"

Weight
(lbs.)

Dimensions 
(WxH)

10"

10"

10"

70

70

70

113.1

113.1

113.1

5.76

5.76

5.76

33,000

33,000

33,000

Cutting
Width

Blows 
per 

minute
CFM @ 
90 PSI

Noise 
Level
db(A)

Vibration
Levels
m/s2

SF11 w/ 
Cruciform 

Heads

Bush Cruciform Optional dust shroud, 
P/N 437.0100, to 
collect dust and debris 
when connected 
to a dust collection 
vacuum.

See page 19 for air-powered 
dust collection vacuum – ATEX 
classifi ed for use in Gas Zone 2 
and Dust Zone 22.

Vibration 
Reduction 
Technology




