
Your Best Source in the Magnetic Field

800.525.3536

magnetsource.com

Incredibly Strong for its Size
These powerful Grade 45 neodymium block magnets are coated in a silicon rubber 
coating, making them water resistant and extremely durable. The innovative high-
friction silicone coating not only prevents the magnets from scratching surfaces, 
but give them unbeatable sheer strength for amazing holding capabilities.  Each 
magnet features center hole for quick and easy mounting with screw.

Please contact us for more information at sales@magnetsource.com
The Magnet Source® brand is a trademark of Master Magnetics, Inc. and represents exceptional quality, expertise and customer service.

Features
• Superior sheer strength, especially on vertical and smooth surfaces
• Silicone-coating prevents scratches, chips and breaks
• Perfect for aquariums, construction sites, outdoor applications and more
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Specifications

Part No.
Dimensions in Inches

Pounds
Pull MSRP

Length Width Thickness Center Hole 
Diameter

NABR2503 2 1.25 0.25 0.177 41 lbs. (18.6 kg.) $17.03

NABR2502 1.5 1 0.25 0.15 27 lbs. (12.25 kg.) $9.78

NABR2501 1 0.75 0.25 0.129 14 lbs. (6.35 kg.) $5.99

SILICONE COATED NEODYMIUM 
BLOCK MAGNETS


