SPECIFICATION SHEET

sTYLE: 384-881

Technical Data

Color Yellow

Sizes Available 7-17

Packaging Bagged Pair

Packed 6 Pair/Case

Case Dimensions (in) 8.46 x 7.33 x 5.07

Case Weight (Ibs) 60.41

Country of Origin United States

Material PVC

Outsole PVC

Toe Type --

Tread Pattern Bar-Tread

Height 17"

Closure Side Strap

Construction Waterproof, Injection Molded,
Oil Resistant

Certifications TAA Compliant

Boss® Footwear
Heavy Duty PVC Slush Boot - Plain Toe Performance Data

ASTM F2413 Requirement --
e Durable PVC blend upper up to 30% more durable than traditional

rubber boots
e PVC/Flexothane construction provides added cold weather flexibility

than plain PVC Ca re |nStI‘UCtI0nS

e PVC Bar Tread non-slip self-cleaning outer sole ﬂ
100% Waterproof to keep your feet dry in wet and dirty conditions S 7
Top breakaway web strap buckle Hand Wash

Non-absorbant polyester lining

Fuel Oil Resistant outsole which minimizes affects of oily substances

on protective properties of boots

e Chemical Resistant PVC offers resistance to a wide variety of
chemicals

e Order at least one size up from your regular shoe size. If large boots

are being worn may need to order 2 sizes up
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SKU Information

SPECIFICATION SHEET

sTYLE: 384-881

SKU COLOR SIZE UPC UPC (INNER) UPC (CASE)

384-881/7 Yellow 7 616314430565 10616314430562 20616314430569
384-881/8 Yellow 8 616314430572 10616314430579 20616314430576
384-881/9 Yellow 9 616314425448 10616314425445 20616314425442
384-881/10 Yellow 10 616314430589 10616314430586 20616314430583
384-881/11 Yellow n 616314430596 10616314430593 20616314430590
384-881/12 Yellow 12 616314425462 10616314425469 20616314425466
384-881/13 Yellow 13 616314430602 10616314430609 20616314430606
384-881/14 Yellow 14 616314430619 10616314430616 20616314430613
384-881/15 Yellow 15 616314425486 10616314425483 20616314425480
384-881/16 Yellow 16 616314430626 10616314430623 20616314430620
384-881/17 Yellow 17 616314430633 10616314430630 20616314430637
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